云服务器Debian8.6 单用户模式修改密码
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1.VNC登录后，点击右上角Send CtrlAltDel；
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2.重启到GRUB界面，按方向下键选择第二项，按键盘“e”进入编辑；
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3、光标移至最下面，倒数第四行，找到ro single，将ro single 改成 rw single init=/bin/bash
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4.按键盘Ctrl + X ，在弹出界面选择（recovery mode），点击回车
[image: ]
5.在下图界面键盘回车，弹出root@(none):/#单用户模式
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6.输入passwd root回车，并二次输入确认密码，完成密码修改
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7.回到控制台选择云服务器重启，完成密码修改
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注意：进入GRUB修改后，重启时间较长，请耐心等待。
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[ 1.833134] input: ImExPS/2 Generic Explorer Mouse as sdevices/platform/i8042
/seriol/input/input2

roote(none) : /i
Enter new UNIX passuo
Retype mew UNIX password: [ 145.9301401 random: monblocking pool is initialized

passud: password updated successfully
root@(none) : /it
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GNU GRUB version 2.02°heta2-22+dehsul

Advanced options for Debian GNU/Linux ..

Use the T and | keys to select which entry is highlighted.

Press enter to boot the selected 03, e to edit the commands before booting or ‘¢
for a command-Line.
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GNU GRUB version 2.02°heta2-22+dehsul

echo "Loading initial ramdisk
initrd /boot/initrd. ing-3.16.0-4-ands4
3
menuentry 'Debian GNU/Linux, with Linux 3.16.0-4-and64 (recovery mode) ' --class debi\
an --class gnu-linux --class gnu --class os $menuentry_id_option 'gnulinux-3.16.0-4-amdsd-re\
covery-cad063he-fd34 - 43ae-655a- 551096000830 '
load_video
insmod gzio
if [ xsgrub_platform = xxen 15 then insmod xzio; insmod lzopio; fi
insmod part_nsdos
insmod ext2
if [ xsfeature_platform_search_hint = xy 15 then
search --no-floppy --fs-uuid --set=ront cado6abe-fd94-43ae-B55a-551b360d0%

else
search --no-floppy --fs-uuid --set=root ca4063bc-fd94-43ae-855a-551h360008%

i

echo "Loading Linux 3.16.0-4-and64
Linux /boot/vmlinuz-3.16.0-4-amd6d roo
echo 'Loading initial ramdisk .

initrd /boot/initrd. img-3.16.0-4-amds4

Minimum Emacs-like screen editing is supported. TAB lists completions. Press Ctrl-x
or F10 to boot, Ctrl-c or F2 for a command-line or ESC to discard edits and return
to the GRUB menu.
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GNU GRUB version 2.02°heta2-22+dehsul

echo "Loading initial ramdisk
initrd /boot/initrd. ing-3.16.0-4-ands4
3
menuentry 'Debian GNU/Linux, with Linux 3.16.0-4-and64 (recovery mode) ' --class debi\
an --class gnu-linux --class gnu --class os $menuentry_id_option 'gnulinux-3.16.0-4-amdsd-re\
covery-cad063he-fd34 - 43ae-655a- 551096000830 '
load_video
insmod gzio
if [ xsgrub_platform = xxen 15 then insmod xzio; insmod lzopio; fi
insmod part_nsdos
insmod ext2
if [ xsfeature_platform_search_hint = xy 15 then
search --no-floppy --fs-uuid --set=ront cado6abe-fd94-43ae-B55a-551b360d0%

else
search --no-floppy --fs-uuid --set=root ca4063bc-fd94-43ae-855a-551h360008%

i ) RSB
echo Loading Linux 3.16.0-4-amd6d .
linux /boot/vmlinuz-3.16.0-4-amd6d root=/dev/vdal rw single init=/bir

echo "Loading initial ramdisk
initrd /boot/initrd. img-3.16.0-4-amds4

Minimum Emacs-like screen editing is supported. TAB lists completions. Press Ctrl-x
or F10 to boot, Ctrl-c or F2 for a command-line or ESC to discard edits and return
to the GRUB menu.
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GNU GRUB version 2.02°heta2-22+dehsul

Debian GNU/Linux, with Linux 3 and6d

Use the T and | keys to select which entry is highlighted.

Press enter to boot the selected 0S, e’ to edit the commands before booting or ‘¢
for a command-Line. ESC to return previous menu.
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Running /scripts/init-premount done .

Mounting root file system ... Begin: Runming /scripts/local-top ... done
Running /scripts/local-premount done .

Will now check root file system fsck from util-linux 2.25.2
[/sbin/fsck.extd (1) -- sdev/udall fsck.extd —a -CO sdev/udal

/devsvdal: clean, 44071,1310720 files, 349090,5242053 blocks

done .

[ 1.3160241 usb 1-1: new full-speed USB device number 2 using whci_hcd

[ 1.357174] EXT4-fs (vdal): mounted filesystem with ordered data mode. Opts:
(null)

done .

Begin: Rumning /scripts/local-bottom ... done.

Begin: Running /scripts/init-bottom done..

bash: cannot set terminal process group (-1): Inappropriate ioctl for device
bash: no job control in this shell

root@(none):/# [ 1.4772721 usb 1-1: New USB device found, idVendor=0627, idPr
oduct=0001

r .4779721 usb
.4784761 usb

: New USB device strings: Mfr=1, Product=3, SerialNumber=5
: Product: QEMU USB Tablet

.4788881 usb Manufacturer: QEMU

.4792991 usb SerialNumber: 42

16921041 tsc: Refined TSC clocksource calibration: 2299.989 Miz

.833134]1 input: ImExPS/2 Generic Explorer Mouse as sdevices/platform/iB042
seriol/input/inputz

[
[
[
[
[
2




